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PETROGARD™ VI GEOMEMBRANE
Part 1 General
1.1 SECTION INCLUDES

.1 Petrogard VI Geomembrane

1.2 RELATED SECTIONS

.1 Section 31 22 13 - Rough Grading

.2 Section 31 23 23 – Backfilling

.3 Section 33 42 13 – Pipe Culverts 

.4 Section 01 78 10:  Warranties.

1.3 REFERENCES

.1 ASTM D751 – Standard Test Method for Coated Fabrics ASTM D792 – Test Methods for Density and Specific Gravity of Plastics by Displacement

.2 ASTM D1204 - Test Method for Linear Dimensional Changes of Nonrigid Thermoplastic Sheeting or Film at Elevated Temperature.
.3 ASTM D4437 - Standard Practice for Determining the Integrity of Field Seams Used in Joining Flexible Polymeric Sheet Geomembranes.
.4 ASTM D4637 - Standard Specification for EPDM Sheet Used In Single-Ply Roof Membrane
.5 ASTM D4759 – Standard Practice for Determining the Specification Conformance of Geosynthetics

.6 ASTM D4833 – Standard Test Method for Index Puncture Resistance of Geotextiles, Geomembranes, and Related Products

.7 ASTM D5884 - Standard Test Method for Determining Tearing Strength of Internally Reinforced Geomembranes. 
.8 ASTM D5641 – Standard Practice for Geomembrane Seam Evaluation by Vacuum Chamber

.9 ASTM D6392 – Test Method for Determining the Integrity of Non-Reinforced Geomembrane Seams Produced Using Thermo-Fusion Methods

.10 ASTM D6497 - Standard Guide for Mechanical Attachment of Geomembrane to Penetrations or Structures.

.11 ASTM E-96 - Standard Test Methods for Water Vapor Transmission of Materials
.12 ASTM G154 (Formerly ASTM G53) - Standard Practice for Operating Fluorescent Light Apparatus for UV Exposure of Nonmetallic Materials.
.13 ASTM G155 - Standard Practice for Operating Xenon Arc Light Apparatus for Exposure of Nonmetallic Materials.
1.4 PERFORMANCE REQUIREMENTS

.1 Geomembrane:

.1 Contain the following chemical(s)

.1 [  ]

.2 Remain flexible throughout service life

.3 Highly resistant to UV degradation 

1.5 SUBMITTALS

.1 Section 01 33 00; Submission Procedures

.2 Product Data:

.1 Provide specification sheets for geomembrane

.2 Provide mill test reports for geomembrane roll stock used to make liner

.3 Provide shop test reports for each fabricated panel produced

.4 Provide field test reports for all welds completed in the field

1.6 QUALITY ASSURANCE

.1 Geomembrane manufacturer to be ISO 9001 registered.

.2 Fabricator to be ISO 9001 registered or follow ISO 9001 compliant procedures.

.3 Installer to follow documented installation plan and work procedures.

1.7 WARRANTY

.1 Section 01 78 10:  Warranties.

.2 Provide a manufacturer’s pro-rated weathering warranty for 

 [Petrogard VI (20) Years] 

Part 2 Products
2.1 MATERIALS

.1 Geomembrane:
.1 Geomembrane material 

.1 Base Fabric Type: Polyester 

.2 Base Fabric Weight (nominal): [7.5] oz/yd² 

.3 Coating Type: Tri-polymer Alloy

.2 Thickness (ASTM D751):  [32 ± 2] mil

.3 Weight (ASTM D751):  [30 ± 2] oz/yd²

.4 Tensile Properties 

.1 Grab Tensile (ASTM D751): [650/650] lb

.2 Strip Tensile (ASTM D751 B): [485/485] lb/in

.5 Low Temperature (ASTM D2136): (1/8 in mandrel, 4 hr) Pass @ -40° F

.6 Adhesion (ASTM D751 Dielectric Weld):  [15] lb/in

.7 Hydrostatic Resistance (ASTM D751 A): [800] psi

.8 Dead Load (ASTM D751):  

.1 [266] lb @ 70° F

.2 [133] lb @ 160° F

.9 Bursting Strength (ASTM D751 Ball Tip): [950] lb

.10 Blocking Resistance (ASTM D751 180° F/82°C): #2 Rating (max.)

.11 Weathering Resistance (ASTM G23 Carbon-Arc): 8000 hrs (minimum) – No appreciable changes or stiffening or cracking of coating

2.2 FABRICATOR

.1 MPC Containment International or;
An approved installer of MPC Containment products.
2.3 FABRICATION

.1 Set Up

.1 Carefully transfer rolls of geomembrane from storage to unwinding rack. 

.2 The floor or table must be clean, dry, and free of foreign objects that could damage the liner.

.3 Pull panels to specified length, after double-checking dimensions on the work order.

.4 Ensure seaming equipment is in good repair and functioning properly. Ensure equipment is adjusted to the material.

.5 Follow documented welding procedures.

.2 Qualification Seam

.1 A qualification seam will be run prior to any fabrication. 

.2 The qualification seam must be run using the same material and equipment that will be used for fabrication.

.3 Machine conditions and operator used for fabrication must be the same as those used for the qualification weld.

.4 Qualification seam must be tested in shear and peel and meet the specified requirements for the material as stated in the materials section.

.5 A qualification seam must be rerun whenever the operator is changed, the equipment adjusted, shift changed, or if the equipment is idle for more than 2 hours.

.3 Fabrication Seams

.1 Fabrication seams must meet the specified requirements in peel and shear for the material.

.2 Fabrication seams will be destructively tested in shear and peel according to ASTM D6392.

.1 Test one specimen each in peel and shear on the first and last welded panel, and, 

.2 Test one specimen each in peel and shear for every <300 lineal meters> <<1000 lineal feet>> of welding 

.3 A record of the seam test results is maintained on the Shop QC report.

.4 The seaming process must be constantly supervised by the equipment operator. 100 % of the fabrication seams must be visually inspected during seaming.

.4 Protection from Damage

.1 Protect completed panels from damage

.2 Handle carefully to avoid damaging the liner

.5 Packaging

.1 Each panel will be accordion folded in one direction, and rolled or folded in the other direction. 

.2 Wrap completed panels in a weather resistant, opaque cover material. 

.3 Hold wrapper securely in place using UV resistant tape or other secure method.

.4 Label the packaged liner to clearly show:

.1 Material type

.2 Dimensions

.3 Stock code

.4 Sales order number

.5 QC number

.6 Panel number

.7 Unfolding and deployment directions

2.4 DELIVERY STORAGE AND PROTECTION

.1 Shipping

.1 Completed panels will be placed on clean, serviceable pallets, free from exposed nails or other obstructions. 

.2 A layer of geomembrane, geotextile, or wood will be placed on all pallets to protect the panel from damage.

.3 Secure panels to the pallet using metal or plastic bands. Use a layer of geomembrane between the packaged liner and the band to prevent damage to the liner as the band is tightened. 

.4 The packaged liner must not extend beyond the outer edges of the pallet. Use larger pallets or a layer of plywood to extend the pallet edges to match the liner. 

.5 Carefully handle and place on the truck to avoid damage to the liner.

.6 [Do not stack panels] [Panels may be stacked not more that two high]. 

.2 Delivery

.1 All panels will be inspected for damage on delivery.

.2 Use suitable unloading equipment to handle panels. Do not drag, slide, or drop panels during unloading. 

.3 Place panels in a prepared area away from soft ground, standing water, or other deleterious surfaces.

.4 Replace any pallets that may become damaged during shipping or handling.

.5 Store liner panels in a secure area protected from extremes of heat or cold.

.6 Protect panels from damage prior to use. 

2.5 ACCESSORIES
.1 Welding Rod will be manufactured from the same formulation as the geomembrane.
.2 Pipe Boots will be formed in the field from sheet material manufactured from the same geomembrane material.
Part 3 Execution
3.1 INSTALLER

.1 MPC Containment International  

PH (800)621-0146   Fax: (773)650-6028

www.mpccontainment.com 

3.2 PREPARATION
.1 Ensure subgrade is compacted and surface finished to not impair installed membrane.
.2 Subgrade to provide firm, unyielding surface with no sharp changes or abrupt breaks in grade. A smooth drum rolled surface is preferable. 

.3 Ensure surfaces to be lined are smooth, free of foreign and organic material, sharp objects, or debris of any kind. 

.4 If a suitable sub-grade is not available then a cushion layer of  of clean sand] [12 oz.  non woven geotextile] shall be placed prior to liner placement.

.5 Excavate anchor trench to line, grade, and width indicated on drawings, prior to liner placement.  Provide slightly rounded corners in the trench to avoid sharp bends in the geomembrane.

.6 Prepare mechanical attachments according to ASTM D6497 Standard Guide for Mechanical Attachment of Geomembrane to Penetrations or Structures.

.7 All concrete surfaces to which the liner will attach shall have “smooth trowel” finish. All the corners should have radius to a minimum 25mm (1 inch) as per the drawing.

.8 Compaction at pipe penetrations and areas of mechanical attachment will be inspected carefully as these are areas where differential settlement can occur.

.9 A certificate of subgrade acceptance will be prepared by the liner installation contractor prior to liner installation.

3.3 INSTALLATION
.1 Installation of the geomembrane shall be performed in a logical sequence.
.2 Place panels according to the drawings, the panel layout, and the label on each panel. 
.3 Sufficient thermal slack shall be incorporated during placement to ensure that harmful stresses do not occur in service.
.4 Weather Conditions at Time of Installation: 

.1 Site welding may proceed at any temperature providing a suitable qualification weld can be prepared at site conditions using the operator, equipment, and materials intended for the project.

.2 Installation of membrane in winds above <20 km/h> <<12 mph>> can proceed only if the installer can demonstrate that the liner will not be at risk of damage.

.3 Do not install membrane during precipitation or in the presence of excessive moisture.

.4 Do not install in weather conditions that may be detrimental to the function of the membrane. 

.5 Ensure personnel working on geomembrane do not use damaging footwear.
.6 Protect completed panels from damage; handle carefully to avoid damaging the liner.

.7 Equipment and methods used to unroll liner panels should not damage the prepared subgrade.

.8 Ballast used to prevent uplift by wind must not damage the geomembrane.  A continuous load is recommended along the edges of panels to eliminate the risk of wind uplift.

.9 Qualification Seams

.1 A qualification seam will be run prior to any field seams. 

.2 A qualification seam is made with separate pieces of geomembrane using the same material and equipment that will be used for production welding.

.3 Machine conditions, and operator used for welding must be the same as those used for the qualification weld.

.4 Qualification seam must be tested in shear and peel, and meet the specified requirements for the material as stated in the materials section.

.5 A qualification seam must be rerun whenever the operator is changed, the equipment adjusted, or at least every 4 hours.

.10 Field Seams

.1 Field seams will be sampled for testing in a way that does not compromise the installed liner

.1 One sample to be tested for every <150m> <<500 ft>> of field seam

.2 Test samples are to be removed from the ends of seams, from the anchor trench, or other location that does not introduce a defect into the liner. 

.3 Samples to be approximately <100 mm> <<4 inches>> long to permit testing of one shear and two peel specimens (ASTM D6392).

.4 Test samples immediately after seaming
.5 Record date, location and pass/fail description
.2 Field seams must meet the specified requirements in peel and shear for the material.

.3 A written record will be maintained for all field seam tests.

.4 All completed field seams will be 100% non-destructively tested using an air lance test (ASTM D4437 method 7.2).

3.4 TOLERANCES
.1 Seam Tests:
.1 Follow the procedure in ASTM D6392
.2 Test three specimens per sampling point, one in shear and two in peel. 

.1 All specimens to meet seam strength requirements

.3 Procedures for Destructive Test Failure:

.1 Cut out seam and re-weld; or,

.2 Retrace welding path to <3 m> <<10 feet>> from location of failed test.  Take sample for additional test. If passed - cap strip or extrusion weld between failed location and original failed location. 

3.5 REPAIR
.1 Inspect seams and non-seam areas for defects, holes, blisters, undispersed raw materials.
.2 Identify any sign of foreign matter contamination.

.3 Repair all through-thickness defects.

.4 Defective Seams:  Cap strip or replace.

.5 Small Holes:  Repair by extrusion welding using a bead of extruded material over hole.  Patch if hole is larger than <6 mm> <<1/4 inch>>.

.6 Tears:  Patch and seal round sharp ends of tears on slope or stressed area prior to patching.

.7 Repair blisters, large cuts and undispersed raw materials with patch.

.8 Secure Patches by Extrusion Welding or Hot Air Welding:

.1 Extrusion welding.
.1 Clean area to be patched.

.2 Tack patch in place with hot air welding or with double sided tape.

.3 Prepare patch area by roughening with a wire brush.

.4 Extrude all the way around patch. 

.5 More than one extrusion bead can be laid side-by-side on PP(S) materials. A maximum of three extrusion beads can be laid side-by side on PP(S). 

.2 Hot Air Welding

.1 Hand hot air welding is permitted for patching Enviro Liner. 

.2 Clean area to be patched. 

.3 Hand weld the patch with a hot air gun and suitable roller. 

.9 Patches: Round or oval, of same geomembrane.  Extend minimum <75 mm> <<3 inches>> beyond the edge of the defect.
.10 Verification of Repairs:  All repairs to be non-destructively tested using

.1 Air Lance Test, ASTM D4437 Method 7.2

.2 Vacuum Box Test ASTM D5641

.11 Redo failed repairs and re-test.  

.12 Keep records of all repairs and the results of repair testing.

3.6 CLEANING
.1 Section 01 74 00.
.2 Cleaning solvents shall not be used unless product is approved by membrane manufacturer.

.3 Use water and rags for all cleaning. If soap is used for cleaning rinse with clean water and dry before welding. 

3.7 PROTECTION OF FINISHED WORK
.1 Section 01 45 00:  Protecting installed work.
.2 Protect finished Work from damage. See instructions on backfilling if applicable.

END OF SECTION
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